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49 CFR Ch. II (10–1–07 Edition) § 222.27 

§ 222.27 How does this rule affect pe-
destrian grade crossings? 

This rule does not require the routine 
sounding of locomotive horns at pedes-
trian grade crossings. However, where 
State law requires the sounding of a lo-
comotive horn at pedestrian grade 
crossings, the locomotive horn shall be 
sounded in accordance with § 222.21 of 
this part. Where State law requires the 
sounding of a locomotive audible warn-
ing device other than the locomotive 
horn at pedestrian grade crossings, 
that locomotive audible warning device 
shall be sounded in accordance with 
§§ 222.21(b) and (d) of this part. 

(a) Pedestrian grade crossings lo-
cated within the boundaries of a quiet 
zone must be included in the quiet 
zone. 

(b) Pedestrian grade crossings that 
are located in New Quiet Zones or New 
Partial Quiet Zones must be evaluated 
by a diagnostic team and equipped or 
treated in accordance with the rec-
ommendations of such diagnostic team. 

(c) The public authority shall provide 
the State agency responsible for grade 
crossing safety and all affected rail-
roads an opportunity to participate in 
diagnostic team reviews of pedestrian 
grade crossings. 

(d) Advance warning signs. (1) Each 
approach to every pedestrian grade 
crossing within a New Quiet Zone shall 
be equipped with a sign that advises 
the pedestrian that train horns are not 
sounded at the crossing. Such sign 
shall conform to the standards con-
tained in the MUTCD. 

(2) Each approach to every pedestrian 
grade crossing within a New Partial 
Quiet Zone shall be equipped with a 
sign that advises the pedestrian that 
train horns are not sounded at the 
crossing or that train horns are not 
sounded at the crossing between the 
hours of 10 p.m. and 7 a.m., whichever 
is applicable. Such sign shall conform 
to the standards contained in the 
MUTCD. 

(3) Each approach to every pedestrian 
grade crossing within a Pre-Rule Quiet 
Zone shall be equipped by June 24, 2008 
with a sign that advises the pedestrian 
that train horns are not sounded at the 
crossing. Such sign shall conform to 
the standards contained in the 
MUTCD. 

(4) Each approach to every pedestrian 
grade crossing within a Pre-Rule Par-
tial Quiet Zone shall be equipped by 
June 24, 2008 with a sign that advises 
the pedestrian that train horns are not 
sounded at the crossing or that train 
horns are not sounded at the crossing 
for a specified period of time, which-
ever is applicable. Such sign shall con-
form to the standards contained in the 
MUTCD. 

Subpart C—Exceptions to the Use 
of the Locomotive Horn 

§ 222.31 [Reserved] 

SILENCED HORNS AT INDIVIDUAL 
CROSSINGS 

§ 222.33 Can locomotive horns be si-
lenced at an individual public high-
way-rail grade crossing which is 
not within a quiet zone? 

(a) A railroad operating over an indi-
vidual public highway-rail crossing 
may, at its discretion, cease the sound-
ing of the locomotive horn if the loco-
motive speed is 15 miles per hour or 
less and train crew members, or appro-
priately equipped flaggers, as defined 
in 49 CFR 234.5, flag the crossing to 
provide warning of approaching trains 
to motorists. 

(b) This section does not apply where 
active grade crossing warning devices 
have malfunctioned and use of the horn 
is required by 49 CFR 234.105, 234.106, or 
234.107. 

SILENCED HORNS AT GROUPS OF 
CROSSINGS—QUIET ZONES 

§ 222.35 What are the minimum re-
quirements for quiet zones? 

The following requirements apply to 
quiet zones established in conformity 
with this part. 

(a) Minimum length. (1)(i) Except as 
provided in paragraph (a)(1)(ii) of this 
section, the minimum length of a New 
Quiet Zone or New Partial Quiet Zone 
established under this part shall be 
one-half mile along the length of rail-
road right-of-way. 

(ii) The one-half mile minimum 
length requirement shall be waived for 
any New Quiet Zone or New Partial 
Quiet Zone that is added onto an exist-
ing quiet zone, provided there is no 
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